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AM Series
The VuePix Infiled AM series is a new generation of superior lightweight LED displays,  

offering high transparency of almost 80%, bringing new dimensions to your creative applications.

The AM Series combines large panel size with ultra-thin and lightweight construction.

The modular design, together with patented Fast Lock System allows for fast and easy setup.  

A unique ‘Safe Edge’ system to protect the panels from physical damage during transport  

and handling.
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HIGH TRANSPARENCY
The AM series displays offer a high transparency of almost 80%,  

redefining the possibilities of the creative digital displays.



LIGHTWEIGHT & THIN
The AM series panels are of a larger size and very thin construction, 

allowing high transparency with minimal weight.

SAFE EDGE SYSTEM
A unique ‘Safe Edge’ system protects the panels  

from physical damage during transportation  

and handling.
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PLACEHOLDER - IMAGE REQUIREDEASY INSTALLATION
The modular design, together with 

patented Fast Lock System allows 

for a fast and easy setup.

Power and Data Units can be easily 

replaced.
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AM SERIES - SPECIFICATIONS

VuePix® Infiled is continually developing and improving all its products. We reserve the right to change specifications without prior notification. Images are representing but not necessarily 
a precise product reference. VuePix® Infiled shall be under no liability for any loss, damage or injury for direct or indirect dependence on the information contained in this catalogue.  January 2024.

AM Outdoor P8 AM Indoor P9

Series AM AM

Pixel Pitch 8.3 mm 9.3 mm

Environment Outdoor Indoor

LED Configuration 3 in 1 SMD 3 in 1 SMD

Max. Brightness 4,000 nits 1,000 nits 

Refresh Rate ≤3,840 Hz ≤3,840 Hz

Viewing Angle 160°/160° 160°/160°

Cabinet Resolution 144 x 144 pixels 128 x 128 pixels

Cabinet Width 1,200 mm 1,200 mm

Cabinet Height 1,200 mm 1,200 mm

Cabinet Depth 55.4 mm 58 mm

Cabinet Weight 15.5 kg 8.5 kg

Max Power Consumption 660 W /m2, 330 W /panel 500 W /m2, 720 W /panel

Avg Power Consumption 220 W /m2, 110 W /panel 167 W /m2, 240 W /panel

Transparency 70% 75%

Curving N/A N/A

Operating Power Source 100-240V AC, 50-60Hz 100-240V AC, 50-60Hz

Operating Temperature -20°C~+45°C -20°C~+45°C

Ingress Protection IP65 IP30

Verification CE, FCC, ETL, RoHS FCC, ETL, CE, RoHS

Application Install / Rental Install / Rental
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LEADERS IN LED SCREENS & DIGITAL DISPLAYS

Contact our VuePix Infiled experts to discuss your next project
AUS: 1800 883 749    NZ: 09 218 6532    INT: +61 7 5509 4633   I   info@vuepix.tv   I   www.vuepix.tv    


