
The SP system offers perfect operational stability even with external sources of electric and electromagnetic 

interference. The panels feature an automatic colour calibration system, which will adjust your content 

to the highest visual standard. The panels are also equipped with fail safe components to ensure flawless 

operation.

 
The SP Series system has an independent RCD Protection, making it absolutely safe to operate  

in the sporting fields. It is designed with rubber louvers and paddings to protect players from an injury.

+ Exceptional performance in direct sun light

+ UEFA compliant

+ Perfect operation stability

+ Fail safe components & flawless operation

+ Automatic colour calibration system

+ Independent RCD protection

KEY FEATURES
+ Pixel Pitch:  10 mm

+ Brightness:  Up to 6,000 nits

+ Application:  Rental & Install 

+ Environment:  Outdoor

+ IP Rating:  IP65

SPECIFICATIONS

SP SERIES

SP SERIES
SPORTS PERIMETER SOLUTIONS 

The SP series panels were specifically designed  

to comply with the latest UEFA requirements as well 

as the highest radiation immunity and emission 

regulations. 
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SP PANEL SPECIFICATIONS

VuePix® Infiled is continually developing and improving all its products. We reserve the right to change specifications without prior notification. Images are representing but not necessarily 
a precise product reference. VuePix® Infiled shall be under no liability for any loss, damage or injury for direct or indirect dependence on the information contained in this catalogue. December 2024.

LEADERS IN LED SCREENS & DIGITAL DISPLAYS

Contact our VuePix Infiled experts to discuss your next project
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SP Outdoor P10

Series SP

Pixel Pitch 10 mm

Environment Outdoor

LED Configuration 3 IN 1 SMD

Max. Brightness 6,000 nits

Refresh Rate ≤3,840 Hz

Viewing Angle 160°/110°

Cabinet Resolution 160 x 90 pixels

Cabinet Width 1,600 mm

Cabinet Height 956 mm

Cabinet Depth 124 mm

Cabinet Weight 65 kg

Max. Power Consumption 600 W /m2, 1050 W /panel

Aver. Power Consumption 200 W /m2, 350 W /panel

Transparency N/A

Curving N/A

Operating Power Source 100-240V AC, 50-60Hz

Operating Temperature -10°C~+45°C

Ingress Protection IP65

Verification CE, FCC, ETL, RoHS

Application Rental / Install


